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STORM WATER MANAGEMENT CALCULATIONS 

GLENN STREET APARTMENTS  

 

1.0 Purpose  

 

The purpose of the included calculations is to provide a storm water management (SWM) system 

design that meets or exceeds the requirements of the Morgantown Utility Board (MUB) for the 

proposed Glenn Street Apartment complex in Morgantown, WV.  (See Attachment A for a 

project location map).  For new developments MUB requires that the 2-year, 10-year, and 50-

year storms are controlled so that the post development discharge rates are equal to the pre-

development discharge rates for the same return interval storm for redevelopment activities.  

Included with this report are the design calculations for the proposed SWM system.  Appendix A 

shows the project location map, drainage area, site plan, and SWM system construction details. 

 

2.0 Calculations 
 

The SWM system was designed using hydrology program HydroCad. HydroCad utilizes the TR-

20 method to determine the storage volumes that are required to control the design storm events. 

This method of calculation does not account for the time required for water to infiltrate the 

topsoil and gravel layers, therefore the results provided are conservative in nature. Volumes 

provided in the calculations are based on a void ratio of 40% within the gravel storage area.   

 

3.0 Results 

 

3.1 SWM System 

 

Shown below are a summary of the results from the SWM system design calculations.  

Additional SWM system calculations are provided in Appendix B. 

 

Table 1: Summary of SWM System Design Flow Rates 

 

Design 

Storm 

Peak Flow Rate (cfs) 

Existing 

Conditions 

Allowable 

Discharge 

Uncontrolled 

Post Development 

Controlled 

Post Development 

Peak Discharge 

Requirement 

Achieved 

2-yr 2.29 2.29 3.90 2.12 Y 

10-yr 4.13 4.13 6.34 3.73 Y 

50-yr 6.18 6.18 8.87 5.81 Y 

 

 

 

 

The model results show that the proposed SWM system will meet and / or exceed the 

requirements of MUB with regards to the 2-Year, 10-Year, and 50-Year design storm events.  In 
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addition, the use of the topsoil and gravel storage area provides the necessary water quality 

treatment as required by MUB.   

 

4.0 Summary of Results and Recommendations  

 

The system, as designed would provide adequate storage to meet MUB’s requirements by not 

increasing the peak discharge from the existing site for the 2-Year, 10-Year, and 50-Year design 

storm events. Without this stormwater system, the peak discharge coming off of the proposed 

development would be increased by approximately 40 percent. That is why it is CRE’s 

recommendation that the system be installed as per the plans and construction details provided in 

the attached appendices.
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APPENDIX A 

 

Site Location Map, Bypass Culvert Drainage Area Map, Site Plan, SWM System Details 
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PART # STUB B C

MC3500IEPP06T

6" (150 mm)

33.21" (844 mm)

---

MC3500IEPP06B ---

0.66" (17 mm)

MC3500IEPP08T

8" (200 mm)

31.16" (791 mm)

---

MC3500IEPP08B ---

0.81" (21 mm)

MC3500IEPP10T

10" (250 mm)

29.04" (738 mm)

---

MC3500IEPP10B ---

0.93" (24 mm)

MC3500IEPP12T

12" (300 mm)

26.36" (670 mm)

---

MC3500IEPP12B ---

1.35" (34 mm)

MC3500IEPP15T

15" (375 mm)

23.39" (594 mm)

---

MC3500IEPP15B ---

1.50" (38 mm)

MC3500IEPP18TC

18" (450 mm)

20.03" (509 mm)

---

MC3500IEPP18BC ---

1.77" (45 mm)

MC3500IEPP24TC

24" (600 mm)

14.48" (368 mm)

---

MC3500IEPP24BC ---

2.06" (52 mm)

MC3500IEPP30BC

30" (750 mm)

---

NOMINAL CHAMBER SPECIFICATIONS

SIZE (W X H X INSTALLED LENGTH) 77.0" X 45.0" X 86.0" (1956 mm X 1143 mm X 2184 mm)

CHAMBER STORAGE 109.9 CUBIC FEET (3.11 m³)

MINIMUM INSTALLED STORAGE* 178.9 CUBIC FEET (5.06 m³)

WEIGHT 135.0 lbs. (61.2 kg)

NOMINAL END CAP SPECIFICATIONS

SIZE (W X H X INSTALLED LENGTH) 77.0" X 45.0" X 22.5" (1956 mm X 1143 mm X 571 mm)

END CAP STORAGE 14.9 CUBIC FEET (0.42 m³)

MINIMUM INSTALLED STORAGE* 46.0 CUBIC FEET (1.30 m³)

WEIGHT 50.0 lbs. (22.7 kg)

*ASSUMES 12" (305 mm) STONE ABOVE, 9" (229 mm) STONE FOUNDATION AND BETWEEN CHAMBERS,

12" (305 mm) STONE PERIMETER IN FRONT OF END CAPS AND 40% STONE POROSITY

MC-3500 TECHNICAL SPECIFICATION

NTS

90.0" (2286 mm)

ACTUAL LENGTH

86.0" (2184 mm)

INSTALLED

BUILD ROW IN THIS DIRECTION

NOTE: ALL DIMENSIONS ARE NOMINAL

CUSTOM PRECORED INVERTS ARE AVAILABLE UPON REQUEST. INVENTORIED MANIFOLDS INCLUDE

12-24" (300-600 mm) SIZE ON SIZE AND 15-48" (375-1200 mm) ECCENTRIC MANIFOLDS.

CUSTOM INVERT LOCATIONS ON THE MC-3500 END CAP CUT IN THE FIELD ARE NOT RECOMMENDED

FOR PIPE SIZES GREATER THAN 10" (250 mm)

THE INVERT LOCATION IN COLUMN 'B' ARE THE HIGHTEST POSSIBLE FOR THE PIPE SIZE.

LOWER JOINT

CORRUGATION

WEB

CREST

CREST

STIFFENING RIB

VALLEY

STIFFENING RIB

B

C

77.0"

(1956 mm)

45.0"

(1143 mm)

25.7"

(653 mm)

FOOT

77.0"

(1956 mm)

45.0"

(1143 mm)

STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B"

STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T"

UPPER JOINT CORRUGATION

22.5"

(571 mm)

INSTALLED
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SWM DETAILS

INSPECTION & MAINTENANCE

STEP 1) INSPECT ISOLATOR ROW FOR SEDIMENT

A. INSPECTION PORTS (IF PRESENT)

A.1. REMOVE/OPEN LID  ON NYLOPLAST INLINE DRAIN

A.2. REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED

A.3. USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF SEDIMENT AND RECORD ON MAINTENANCE LOG

A.4. LOWER A CAMERA INTO ISOLATOR ROW FOR VISUAL INSPECTION OF SEDIMENT LEVELS (OPTIONAL)

A.5. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

B. ALL ISOLATOR ROWS

B.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF ISOLATOR ROW

B.2. USING A FLASHLIGHT, INSPECT DOWN THE ISOLATOR ROW THROUGH OUTLET PIPE

i) MIRRORS ON POLES OR CAMERAS MAY BE USED TO AVOID A CONFINED SPACE ENTRY

ii) FOLLOW OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF ENTERING MANHOLE

B.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

STEP 2) CLEAN OUT ISOLATOR ROW USING THE JETVAC PROCESS

A. A FIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD OF 45" (1.1 m) OR MORE IS PREFERRED

B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS CLEAN

C. VACUUM STRUCTURE SUMP AS REQUIRED

STEP 3) REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD OBSERVATIONS AND ACTIONS.

STEP 4) INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE STORMTECH SYSTEM.

NOTES

1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF OPERATION. ADJUST THE INSPECTION INTERVAL BASED ON PREVIOUS

OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH WATER ELEVATIONS.

2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN INSPECTION SHOWS THAT MAINTENANCE IS NECESSARY.

MC-3500 CHAMBER

18" (450 mm) MIN WIDTH

CONCRETE SLAB

8" (200 mm) MIN THICKNESS

PAVEMENT

FLEXSTORM CATCH IT

PART# 6212NYFX

WITH USE OF OPEN GRATE

12" (300 mm) NYLOPLAST INLINE

DRAIN BODY W/SOLID HINGED

COVER OR GRATE

PART# 2712AG10N

SOLID COVER: 1299CGC

GRATE: 1299CGS

CONCRETE COLLAR

10" (250 mm) INSERTA TEE

PART#10N12ST35IP

INSERTA TEE TO BE CENTERED

ON CORRUGATION CREST

MC-3500 INSPECTION PORT DETAIL

NTS

10" (250 mm) ADS N-12

HDPE PIPE

SUMP DEPTH TBD BY

SITE DESIGN ENGINEER

(24" [600 mm] MIN RECOMMENDED)

24" (600 mm) HDPE ACCESS PIPE REQUIRED

USE FACTORY PRE-CORED END CAP

PART #: MC3500IEPP24BC

TWO LAYERS OF ADS GEOSYNTHETICS 315WTM WOVEN

GEOTEXTILE BETWEEN FOUNDATION STONE AND CHAMBERS

8.25' (2.51 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS

CATCH BASIN

OR

MANHOLE

COVER PIPE CONNECTION TO END

CAP WITH ADS GEOSYNTHETICS 601T

NON-WOVEN GEOTEXTILE

MC-3500 CHAMBER

MC-3500 END CAP

MC-3500 ISOLATOR ROW DETAIL

NTS

OPTIONAL INSPECTION PORT

STORMTECH HIGHLY RECOMMENDS

FLEXSTORM PURE INSERTS IN ANY UPSTREAM

STRUCTURES WITH OPEN GRATES
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SWM DETAILS

ACCEPTABLE FILL MATERIALS: STORMTECH MC-3500 CHAMBER SYSTEMS

PLEASE NOTE:

1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED,

ANGULAR NO. 4 (AASHTO M43) STONE".

2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR 'A' LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9" (230 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH A VIBRATORY COMPACTOR.

3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR DRAGGING WITHOUT COMPACTION

EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS.

NOTES:

1. MC-3500 CHAMBERS SHALL CONFORM TO THE REQUIREMENTS OF ASTM F2418 "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

2. MC-3500 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

3. "ACCEPTABLE FILL MATERIALS" TABLE ABOVE PROVIDES MATERIAL LOCATIONS, DESCRIPTIONS, GRADATIONS, AND COMPACTION REQUIREMENTS FOR FOUNDATION, EMBEDMENT, AND FILL MATERIALS.

4. THE "SITE DESIGN ENGINEER" REFERS TO THE ENGINEER RESPONSIBLE FOR THE DESIGN AND LAYOUT OF THE STORMTECH CHAMBERS FOR THIS PROJECT.

5. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH CONSIDERATION

FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS.

6. PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BOTH VERTICAL AND SLOPED EXCAVATION WALLS.

7. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE MATERIAL REQUIREMENTS OF LAYER 'C'

OR 'D' AT THE SITE DESIGN ENGINEER'S DISCRETION.

MATERIAL LOCATION DESCRIPTION

AASHTO  MATERIAL

CLASSIFICATIONS

COMPACTION / DENSITY

REQUIREMENT

D

FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS

FROM THE TOP OF THE 'C' LAYER TO THE BOTTOM

OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED

GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE

MAY BE PART OF THE 'D' LAYER

ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER

ENGINEER'S PLANS. CHECK PLANS FOR PAVEMENT

SUBGRADE REQUIREMENTS.

N/A

PREPARE PER SITE DESIGN ENGINEER'S PLANS.

PAVED INSTALLATIONS MAY HAVE STRINGENT

MATERIAL AND PREPARATION REQUIREMENTS.

C

INITIAL FILL: FILL MATERIAL FOR LAYER 'C'

STARTS FROM THE TOP OF THE EMBEDMENT

STONE ('B' LAYER) TO 24" (600 mm) ABOVE THE

TOP OF THE CHAMBER. NOTE THAT PAVEMENT

SUBBASE MAY BE A PART OF THE 'C' LAYER.

GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35%

FINES OR PROCESSED AGGREGATE.

 MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN LIEU

OF THIS LAYER.

AASHTO M145¹

A-1, A-2-4, A-3

OR

AASHTO M43¹

3, 357, 4, 467, 5, 56, 57, 6, 67, 68, 7, 78, 8, 89,

9, 10

BEGIN COMPACTIONS AFTER 24" (600 mm) OF

MATERIAL OVER THE CHAMBERS IS REACHED.

COMPACT ADDITIONAL LAYERS IN 12" (300 mm)

MAX LIFTS TO A MIN. 95% PROCTOR DENSITY FOR

WELL GRADED MATERIAL AND 95% RELATIVE

DENSITY FOR PROCESSED AGGREGATE

MATERIALS.

B

EMBEDMENT STONE: FILL SURROUNDING THE

CHAMBERS FROM THE FOUNDATION STONE ('A'

LAYER) TO THE 'C' LAYER ABOVE.

CLEAN, CRUSHED, ANGULAR STONE, NOMINAL SIZE

DISTRIBUTION BETWEEN 3/4-2 INCH (20-50 mm)

AASHTO M43¹

3, 4

A

FOUNDATION STONE: FILL BELOW CHAMBERS

FROM THE SUBGRADE UP TO THE FOOT (BOTTOM)

OF THE CHAMBER.

CLEAN, CRUSHED, ANGULAR STONE, NOMINAL SIZE

DISTRIBUTION BETWEEN 3/4-2 INCH (20-50 mm)

AASHTO M43¹

3, 4

PLATE COMPACT OR ROLL TO ACHIEVE A FLAT

SURFACE. ² ³

6" (150 mm) MIN

45"

(1140 mm)

12" (300 mm) TYP77" (1950 mm)

ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL

AROUND CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS

SUBGRADE SOILS

(SEE NOTE 5)

PAVEMENT LAYER (DESIGNED

BY SITE DESIGN ENGINEER)

MC-3500

END CAP

12" (300 mm) MIN

9"

(230 mm) MIN

DEPTH OF STONE TO BE DETERMINED

BY DESIGN ENGINEER 9" (230 mm) MIN

D

C

B

A

*TO BOTTOM OF FLEXIBLE PAVEMENT. FOR UNPAVED

INSTALLATIONS WHERE RUTTING FROM VEHICLES MAY OCCUR,

INCREASE COVER TO 30" (750 mm).

PERIMETER STONE

(SEE NOTE 6)

EXCAVATION WALL

(CAN BE SLOPED OR VERTICAL)
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APPENDIX B 

 

SWM System Calculations 













































From : Marianne Selensky <mselensky@hsc.wvu.edu>

Subject : Zoning Wiles Hill Highland Park

To : shollar@cityofmorgantown.org

Zimbra shollar@cityofmorgantown.org

Zoning Wiles Hill Highland Park

Fri, May 29, 2015 12:09 PM

My mother has owned 5 apartments on Stewart St. for almost 50 years, actually 49 years.  I know there has to be  growth in a college
town.  With all of the new apartment complexes there is too much traffic in this area.  And parking is gold because other landlords don't
have enough parking.  I live here and manage my moms apartments and each year it gets to be a chore living here.  I have to fight
landlords for parking, tow cars that don't belong here and put up with a lot of rude students , and trash.  Too many constructions all over
town and pretty soon down town Morgantown the city I love will be gone.  I will retire  in 3 years and my mom is going to sell her
apartments.  I grew up here  and loved my home.  When these apartments are sold I will not miss the place I love at all because it is no
longer here.    My memories will be in my heart.  Wiles Hill iand Highland park will not be here in a matter of years.  Just had to voice my
opinion.

 Marianne Selensky,CPC
Professional Coding Specialist
Health Information Management

"When the Power of Love overcomes the Love of Power, the World will know Peace"     Jimi Hendrix

Zimbra http://127.0.0.1:62766/zimbra/h/printmessage?id=9961064b-221b-4b42-...
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