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18,450 LM
4000K LED
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Calculation Summary

Label Avg Max Min Avg/Min Max/Min Description

OVER ALL SITE 1.29 18.5 0.0 N.A. N.A. OUT TO ZERO

FRONT PARKING 2.49 3.7 0.7 3.56 5.29

REAR DRIVE LANE 2.27 4.7 0.8 2.84 5.88

STAR BUCK PARKING 2.51 3.5 1.3 1.93 2.69

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

D1

MH: 13

W1

MH: 15

W1

MH: 15

W1

MH: 15

W1

MH: 15

W1

MH: 15

P4-1H

MH: 24

P4-1H

MH: 24

P4-1H

MH: 24

P4-1H

MH: 24

P4-1H

MH: 24

P4-1H

MH: 24

0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0 0.0

0.0 0.0

0.0 0.0 0.0

0.0 0.0

0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0

0.1 0.1

0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.1 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.3 0.5 0.6 0.5 0.3 0.2 0.2 0.3 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.3 0.3 0.2 0.2 0.2 0.3 0.6 1.3 2.0 2.1 1.7 1.7 1.2 0.6 0.2 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.5 0.8 0.9 0.6 0.7 2.3 2.6 2.2 2.6 2.7 2.5 2.2 2.3 1.7 0.9 0.4 0.2 0.1 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.3 0.3 0.2 0.2 0.1 0.2 0.4 1.5 2.4 2.5 2.4 2.4 2.8 3.0 2.7 3.0 3.3 3.0 2.9 2.6 2.0 1.1 0.5 0.2 0.1 0.1 0.1

0.1 0.1 0.1 0.2 0.1 0.1 0.1 0.1 0.1 0.2 0.5 0.9 1.1 0.8 1.2 2.6 2.7 2.1 2.4 2.6 2.7 2.8 3.1 3.7 3.7 3.4 3.6 3.6 3.6 3.4 2.6 1.9 1.1 0.6 0.2 0.1 0.1 0.1

0.1 0.1 0.2 0.3 0.4 0.3 0.2 0.1 0.1 0.2 0.8 2.0 2.5 2.6 2.4 2.2 2.5 2.9 2.9 2.7 3.0 3.1 3.4 3.4 3.7 3.6 3.4 3.4 2.9 2.7 2.6 2.2 1.5 1.0 0.5 0.2 0.1 0.1 0.1

0.1 0.2 0.4 0.9 1.1 0.8 0.7 1.7 2.2 2.1 1.9 2.3 2.6 2.9 2.9 2.9 3.3 3.4 3.2 3.3 3.7 3.3 3.4 3.4 3.1 2.9 2.7 2.5 2.0 1.8 1.7 1.7 1.3 1.1 0.4 0.2 0.1 0.1 0.1

0.1 0.1 0.5 1.7 2.4 2.6 2.4 1.9 2.0 2.0 2.3 2.7 2.8 3.0 3.1 3.5 3.3 3.2 3.2 3.0 3.0 2.8 2.4 2.3 2.4 2.1 1.8 1.7 1.4 1.3 1.4 1.5 1.6 1.5 1.4 0.3 0.2 0.1 0.1 0.1

0.3 0.9 1.5 1.8 2.1 2.6 2.8 2.9 2.6 2.8 2.6 2.6 2.8 3.1 3.5 3.3 3.2 3.0 2.7 2.4 2.3 2.1 1.7 1.4 1.2 1.2 1.1 0.9 0.7 0.5 0.5 1.4 2.0 2.5 2.5 1.8 0.7 0.2 0.1 0.1 0.1

0.1 0.2 0.7 1.5 2.4 2.7 3.0 3.1 3.5 3.3 2.8 2.6 2.4 2.4 2.6 2.6 2.2 2.0 2.0 1.9 1.5 1.3 1.1 0.8 0.6 0.5 0.4 0.4 2.2 3.5 5.3 4.4 2.3 1.7 0.4 0.2 0.1 0.1

0.1 0.1 0.3 0.7 1.5 2.3 2.9 3.6 3.4 3.3 3.1 2.5 2.1 1.8 1.7 1.7 1.5 1.2 1.0 0.9 0.9 0.7 0.6 0.5 10.7 14.5 18.5 11.6 3.2 2.4 0.8 0.3 0.2 0.1

0.1 0.1 0.2 0.6 1.3 2.0 2.5 2.9 2.7 2.4 2.3 1.9 1.4 1.1 1.0 0.8 0.6 0.5 0.4 14.7 14.4 18.5 15.4 4.0 2.9 1.2 0.4 0.2 0.1

0.1 0.1 0.1 0.2 0.5 0.9 1.7 2.1 2.4 2.2 1.9 1.5 0.8 0.7 0.5 0.4 12.1 13.7 17.7 17.0 5.0 2.8 1.1 0.4 0.2 0.1

0.1 0.1 0.2 0.3 0.5 1.8 1.9 2.4 2.3 1.9 0.3 9.0 13.9 14.9 12.0 4.0 2.4 0.9 0.3 0.1 0.1

0.1 0.1 0.1 0.2 0.3 1.8 2.1 2.7 2.7 2.3 2.8 4.4 4.0 3.5 2.9 2.0 1.6 0.2 0.1

0.1 0.1 0.2 0.3 1.3 2.0 2.7 3.2 2.8 2.2 2.4 4.2 4.1 2.6 2.8 2.5 2.5 2.4 1.6 1.5 0.1

0.1 0.1 0.2 0.4 1.0 2.5 3.0 3.5 2.9 1.8 2.0 2.2 3.0 4.7 3.4 2.8 2.8 2.9 2.6 2.4 2.2 1.9 1.7 1.4 0.9 0.8 0.1

0.1 0.1 0.2 0.4 1.2 2.7 2.8 3.2 3.1 2.0 2.1 2.4 4.5 3.9 2.8 2.8 2.9 2.9 2.6 2.5 2.4 2.0 1.6 1.6 1.4 1.2 1.0 0.7 0.4 0.3 0.1

0.1 0.2 0.4 1.0 2.4 2.6 3.0 3.3 2.4 2.1 3.1 4.6 3.0 2.7 2.8 3.2 2.7 2.5 2.5 2.2 1.8 1.7 1.7 1.6 1.3 0.9 0.8 0.8 0.7 0.5 0.3 0.2 0.1

0.1 0.1 0.2 0.5 1.8 2.1 2.7 2.7 2.2 2.6 2.2 4.0 3.3 2.7 2.8 3.3 3.1 2.6 2.7 2.4 2.0 1.7 1.8 1.7 1.5 1.1 0.9 1.0 1.0 0.8 0.5 0.4 0.4 0.4 0.3 0.2 0.1 0.1

0.1 0.1 0.2 1.2 1.8 2.5 2.4 2.4 2.6 3.1 3.4 2.9 2.7 2.6 2.3 1.8 1.9 1.8 1.6 1.3 1.0 1.0 1.0 0.9 0.6 0.5 0.5 0.5 0.4 0.3 0.2 0.2 0.2 0.2 0.1 0.1

0.1 0.1 0.3 1.4 1.5 1.6 1.7 2.1 2.1 2.0 1.9 2.0 1.8 1.5 1.1 1.0 1.1 1.0 0.7 0.6 0.5 0.6 0.5 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.8 0.7 0.8 1.0 1.2 1.4 1.1 1.0 1.1 1.1 0.9 0.6 0.6 0.6 0.6 0.4 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.3 0.3 0.4 0.5 0.6 0.7 0.6 0.6 0.6 0.6 0.5 0.4 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.1 0.2 0.3 0.3 0.4 0.3 0.3 0.3 0.3 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.1 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1

0.1 0.1 0.1 0.1

MAPLE D
RIV

E

R
E
S
E
A
R

C
H

 P
A
R

K
 R

O
A
D

HIGHWAY 705

PRESUMED CENTER LINE

0+40
0+60

0+80
1+00

1+20
1+40

1+60
1+80

2+00
2+20

2+40
2+60

2+80
3+00

3+20
3+40

FRONT SETBACK 20'

S
ID

E
 S

E
T

B
A

C
K

 3
0
'

REAR S
ETBACK 3

0'

R
E
A
R
 S

E
TB

A
C
K
 30'

S
ID

E
 B

U
F

F
E

R
 1

0
'

R
E
A
R
 B

U
FFE

R
 6'

REAR B
UFFER 6

'

FRONT BUFFER 10'

S
ID

E
 B

U
F

F
E

R
 1

0
'

S
ID

E
 S

E
T

B
A

C
K

 3
0
'

VAN

D
R

IV
E

 T
H

R
U

D
R

IV
E

 T
H

R
U

1.  All light levels are at grade

2.  Lumen output is based on the initial lumen output.

3.  Mounting height shown per location is from grade to fixture aperture

4.  Light levels are calculated based on direct fixture contribution only

5.  Results are based on information provided to L& M.  Changes to

location, fixture, wattage will affect final results

NOTES:

PAPA

JOHNS
1,500 SF

AT&T
1,800 SF

GNC 1,200
SF

MATTRESS FIRM 4,200 SF

STARBUCKS
2,100 SF

MVP

2,700 SF

410.41'    S77° 00' 30.61"W

L
=
3
2
.6

8
8
, 
R

=
7
5
.1

8
8
, 
D

=
2
4
.9

0
9
5

1
5
7
.4

3
1
'  

  
N

1
5
° 

4
8
' 5

.1
4
"E

6
2
.0

9
1
'    N

2
0
° 1

3
' 5

.8
6
"W

135.59'    N
41° 3' 40.86"W

55.21'    N
41° 12' 3.86"W

58.64'    N82° 45' 27.86"W

114.2
6'   

 S
53°

 1
7' 5

8.1
4"W

45.28'    S
73° 9' 6.55"W

1
5
6
.1

9
'  

  
S

1
2
° 

5
9
' 2

9
.3

9
"W

103.8
3' 

   
S51° 3

6' 
6.1

4"W

Scale

Project number

Date

Drawn by

Checked by

P
R

O
J
E

C
T

:

INTENDED DRAWING USE:

Review

Permitting

Construction
Documents

Conceptual

Drawing Set Number

SCALE REFERS TO 22" X 34" PAPER SIZE

PRELIMINARY NOT
FOR

CONSTRUCTION

NOT FOR CONSTRUCTION

Bidding

1
1
/6

/2
0
1
5
 1

:2
5
:3

7
 P

M

 1" = 30'-0"

E902

14184

11-06-2015

DAS

GMC

R
E

S
E

A
R

C
H

 P
A

R
K

 S
H

O
P

P
E

S

S
IT

E
 P

H
O

T
O

M
E

T
R

IC
 P

L
A

N

M
o
rg

a
n
to

w
n
 W

V

F
E

O
H

 R
E

A
L
T

Y

REVIEW

Revision Schedule

No. Revision Description Date

 1" = 30'-0"
1

SITE PHOTOMETRIC PLAN

Ryan Hess
Text Box
SHEET 4
PRELIM LANDSCAPE
PRELIM SITE LIGHTING

Ryan Hess
Rectangle

Ryan Hess
Rectangle

Ryan Hess
Rectangle

Ryan Hess
Rectangle

Ryan Hess
Rectangle

Ryan Hess
Rectangle

Ryan Hess
Text Box
1

Ryan Hess
Text Box
2

Ryan Hess
Text Box
3

Ryan Hess
Text Box
4

Ryan Hess
Text Box
5

Ryan Hess
Text Box
6



FINISHED GRADE
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NOTE:
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D-Series Size 2
LED Wall Luminaire

Ordering Information EXAMPLE: DSXW2 LED 30C 700 40K T3M MVOLT DDBTXD

Catalog 
Number

Notes

Type

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2015 Acuity Brands Lighting, Inc. All rights reserved.	

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction

The D-Series Wall luminaire is a stylish, fully 
integrated LED solution for building-mount 
applications. It features a sleek, modern design 
and is carefully engineered to provide long-lasting, 
energy-efficient lighting with a variety of optical 
and control options for customized performance.

With an expected service life of over 20 years of 
nighttime use and up to 76% in energy savings 
over comparable 400W metal halide luminaires, 
the D-Series Wall is a reliable, low-maintenance 
lighting solution that produces sites that are 
exceptionally illuminated.

Luminaire
Specifications

Accessories
Ordered and shipped separately. 

DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 9

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 9

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 9

SC U Shorting cap 9

DSXWHS U House-side shield (one per light engine)

DSXWBSW U Bird-deterrent spikes

DSXW2WG U Wire guard accessory

DSXW2VG U

DSXW2BBW
DDBXD U

Vandal guard accessory

Back box accessory
(specify finish)

H

D

W

5-1/2

4

1-1/2

WALL SCONCE BBW (Back Box Wall) MOUNTING

H

W 5-1/2

4

1-1/2

WALL SCONCE BBW (Back Box Wall) MOUNTING

DFor 3/4” NPT 
side-entry 
conduit

Back Box (BBW)

Width: 5-1/2”
(14.0 cm)

Depth: 1-1/2”
(3.8 cm)

Height: 4”
(10.2 cm)

BBW 
Weight:

1 lbs
(0.5 kg)

Width: 18-1/2”
(47.0 cm)

Depth: 10”
(25.4 cm)

Height: 7-5/8”
(19.4 cm)

Weight: 21 lbs
(9.5 kg)

DSXW2 LED

Series LEDs Drive Current Color temperature Distribution Voltage Mounting Control Options Other Options Finish (required) 

DSXW2 LED 20C 20 LEDs 
(two 
engines)

30C 30 LEDs 
(three 
engines)

350 350 mA
530 530 mA
700 700 mA
1000 1000 mA 

(1 A)

30K 3000 K
40K 4000 K 

50K 5000 K
AMBPC Amber 

phosphor 
converted

T2S Type II 
Short

T2M Type II 
Medium

T3S Type III 
Short

T3M Type III 
Medium

T4M Type IV 
Medium

TFTM Forward 
Throw 
Medium

ASYDF Asym-
metric 
diffuse

MVOLT 1

120 1

208 1

240 1

277 1

347 2

480 2

Shipped included
(blank) Surface 

mounting 
bracket

Shipped 
separately 3

BBW Surface-
mounted 
back 
box (for 
conduit 
entry) 

Shipped installed
PE Photoelectric 

cell, button 
type 4

PER NEMA 
twist-lock re-
ceptacle only 
(no controls)

DMG 0-10V dim-
ming driver 
(no controls) 

DCR Dimmable 
and control-
lable via 
ROAM® (no 
controls) 5

PIRH 180° motion/
ambient light 
sensor, 15-30’ 
mtg ht 6

Shipped installed
SF Single fuse 

(120, 277, 
347V) 7

DF Double fuse 
(208, 240, 
480V) 7

HS House-side 
shield 3

SPD Separate surge 
protection 8

Shipped 
separately 3

BSW Bird-deterrent 
spikes

WG Wire guard
VG Vandal guard

DDBXD Dark 
bronze

DBLXD Black
DNAXD Natural 

aluminum
DWHXD White
DSSXD Sandstone
DDBTXD Textured 

dark 
bronze

DBLBXD Textured 
black

DNATXD Textured 
natural 
aluminum

DWHGXD Textured 
white

DSSTXD Textured 
sandstone

NOTES

1	 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). Specify 120, 208, 240 or 277 options only when 
ordering with fusing (SF, DF options), or photocontrol (PE option). 

2	 Available with 30 LED/700mA options only (DSXW2 LED 30C 700). DMG option not available.
3	 Also available as a separate accessory; see Accessories information. 
4	 Photocontrol (PE) requires 120, 208, 240 or 277 voltage option. Not available with motion/ambient light sensors (PIR 

or PIRH).
5	 Specifies a ROAM® enabled luminaire with 0-10V dimming capability; PER option required. Not available with 347V, 

480V or PIRH. Additional hardware and services required for ROAM® deployment; must be purchased separately. Call 
1-800-442-6745 or email: sales@roamservices.net.

6	 Specifies the Sensor Switch SBGR-6-ODP control; see Motion Sensor Guide for details. Includes ambient light sensor. 
Not available with “PE” option (button type photocell) or DCR. Dimming driver standard.

7	 Single fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (DF) requires 208, 240 or 480 voltage option.
8	 See the electrical section on page 2 for more details. 
9	 Requires luminaire to be specified with PER option. Ordered and shipped as a separate line item.

http://www.sensorswitch.com/DataSheets/SBGR-6&10-ODP.pdf
http://www.acuitybrandslighting.com/library/ll/documents/specsheets/motion-sensor-guide.pdf
http://www.lithonia.com
http://www.lithonia.com
http://lithonia.acuitybrands.com/D-Series-LED-Lighting/D-Series-LED-area-Lighting.aspx
http://www.lithonia.com/commercial/d-series+wall.html
http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.designlights.org
http://www.lightingfacts.com/default.aspx?cp=content/products
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, 
within the tolerances allowed by Lighting Facts. Contact factory for performance data on any configurations not shown here.

Note:  
Available with phosphor-converted amber LED’s (nomenclature AMBPC). These LED’s produce light with 97+% >530 nm. 
Output can be calculated by applying a 0.7 factor to 4000 K lumen values and photometric files.

LEDs
Drive 

Current 
(mA)

System 
Watts

Dist.

Type

30K 
(3000 K, 70 CRI)

40K 
(4000 K, 70 CRI)

50K 
(5000 K, 70 CRI)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

20C

(20 LEDs)

530 36 W

T2S 3,649 1 0 1 101 3,876 1 0 1 108 3,429 1 0 1 95
T2M 3,478 1 0 1 97 3,694 1 0 1 103 3,267 1 0 1 91
T3S 3,609 1 0 1 100 3,833 1 0 1 106 3,390 1 0 1 94
T3M 3,572 1 0 1 99 3,794 1 0 1 105 3,356 1 0 1 93
T4M 3,500 1 0 2 97 3,717 1 0 2 103 3,288 1 0 1 91
TFTM 3,638 1 0 1 101 3,864 1 0 1 107 3,418 1 0 1 95

ASYDF 3,252 1 0 2 90 3,454 1 0 2 96 3,056 1 0 2 85

700 47 W

T2S 4,502 1 0 1 96 4,776 1 0 1 102 4,794 1 0 1 102
T2M 4,290 1 0 1 91 4,552 1 0 1 97 4,569 1 0 1 97
T3S 4,452 1 0 1 95 4,723 1 0 2 100 4,741 1 0 2 101
T3M 4,407 1 0 2 94 4,675 1 0 2 99 4,693 1 0 2 100
T4M 4,318 1 0 2 92 4,581 1 0 2 97 4,598 1 0 2 98
TFTM 4,488 1 0 2 95 4,761 1 0 2 101 4,779 1 0 2 102

ASYDF 4,012 1 0 2 85 4,257 1 0 2 91 4,273 1 0 2 91

1000 74 W

T2S 5,963 2 0 2 81 6,327 1 0 1 84 6,351 1 0 1 85
T2M 5,683 2 0 2 77 6,029 1 0 2 80 6,052 1 0 2 81
T3S 5,896 1 0 2 80 6,256 1 0 2 83 6,280 1 0 2 84
T3M 5,837 2 0 3 79 6,193 1 0 2 83 6,216 1 0 2 83
T4M 5,719 1 0 2 77 6,067 1 0 2 81 6,090 1 0 2 81
TFTM 5,944 1 0 2 80 6,307 1 0 2 84 6,330 1 0 2 84

ASYDF 5,314 1 0 2 72 5,638 2 0 2 75 5,660 2 0 2 75

30C

(30 LEDs)

530 54 W

T2S 4,333 1 0 1 80 5,280 1 0 1 98 5,769 1 0 1 107
T2M 4,216 1 0 1 78 5,137 1 0 2 95 5,613 1 0 2 104
T3S 4,279 1 0 1 79 5,214 1 0 1 97 5,696 1 0 1 105
T3M 4,349 1 0 2 81 5,298 1 0 2 98 5,789 1 0 2 107
T4M 4,291 1 0 1 79 5,228 1 0 2 97 5,712 1 0 2 106
TFTM 4,287 1 0 1 79 5,223 1 0 2 97 5,707 1 0 2 106

700 71 W

T2S 5,346 1 0 1 75 6,513 1 0 1 92 7,118 2 0 2 100
T2M 5,201 1 0 2 73 6,337 2 0 2 89 6,925 2 0 2 98
T3S 5,279 1 0 1 74 6,431 1 0 2 91 7,028 1 0 2 99
T3M 5,365 1 0 2 76 6,536 1 0 2 92 7,143 2 0 3 101
T4M 5,293 1 0 2 75 6,449 1 0 2 91 7,047 1 0 2 99
TFTM 5,289 1 0 2 74 6,444 1 0 2 91 7,042 1 0 2 99

1000 109 W

T2S 7,137 2 0 2 65 8,697 2 0 2 80 9,501 2 0 2 87
T2M 6,944 2 0 2 64 8,462 2 0 2 78 9,244 2 0 2 85
T3S 7,047 1 0 2 65 8,588 1 0 2 79 9,381 2 0 2 86
T3M 7,162 2 0 3 66 8,728 2 0 3 80 9,534 2 0 3 87
T4M 7,066 1 0 2 65 8,611 1 0 2 79 9,407 2 0 2 86
TFTM 7,060 1 0 2 65 8,604 2 0 2 79 9,399 2 0 2 86

Performance Data

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2012-2015 Acuity Brands Lighting, Inc.  All rights reserved.	
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Performance Data
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Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.98

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the DSXW2 LED 30C 1000 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.95 0.92 0.87

FEATURES & SPECIFICATIONS
	 INTENDED USE 

The energy savings, long life and easy-to-install design of the D-Series Wall Size 2 make it the smart 
choice for building-mounted doorway and pathway illumination for nearly any facility. 

	 CONSTRUCTION 
Two-piece die-cast aluminum housing has integral heat sink fins to optimize thermal management 
through conductive and convective cooling. Modular design allows for ease of maintenance. The 
LED driver is mounted to the door to thermally isolate it from the light engines for low operating 
temperature and long life. Housing is completely sealed against moisture and environmental 
contaminants (IP65). 

	 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Available in textured and non-textured finishes.

	 OPTICS 
Precision-molded proprietary acrylic lenses provide multiple photometric distributions tailored 
specifically to building mounted applications. Light engines are available in 3000 K (80 min. CRI), 
4000 K (70 min. CRI) or 5000 K (70 CRI) configurations. 

	 ELECTRICAL 
Light engine(s) consist of 10 high-efficacy LEDs mounted to a metal-core circuit board to maximize 
heat dissipation and promote long life (L87/100,000 hrs at 25°C). Class 1 electronic drivers 
have a power factor >90%, THD <20%, and a minimum 2.5KV surge rating. When ordering the 
SPD option, a separate surge protection device is installed within the luminaire which meets a 
minimum Category C Low (per ANSI/IEEE C62.41.2).

	 INSTALLATION 
Included universal mounting bracket attaches securely to any 4” round or square outlet box 
for quick and easy installation. Luminaire has a slotted gasket wireway and attaches to the 
mounting bracket via corrosion-resistant screws. 

	 LISTINGS 
CSA certified to U.S. and Canadian standards. Rated for -40°C minimum ambient.

	 DesignLights Consortium® (DLC) qualified product. Not all versions of this product may 
be DLC qualified. Please check the DLC Qualified Products List at www.designlights.org to 
confirm which versions are qualified.

	 WARRANTY 
Five year limited warranty. Full warranty terms located at www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx.

	 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Electrical Load
Current (A)

LEDs Drive Current 
(mA)

System 
Watts 120V 208V 240V 277V 347V 480V

20C

350 25 W 0.23 0.13 0.12 0.10 - -
530 36 W 0.33 0.19 0.17 0.14 - -
700 47 W 0.44 0.25 0.22 0.19 - -

1000 73 W 0.68 0.39 0.34 0.29 - -

30C

350 36 W 0.33 0.19 0.17 0.14 - -
530 54 W 0.50 0.29 0.25 0.22 - -
700 71 W 0.66 0.38 0.33 0.28 0.23 0.16

1000 109 W 1.01 0.58 0.50 0.44 - -

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Series Wall Size 2 homepage. Photometric Diagrams

Isofootcandle plots for the DSXW2 LED 30C 1000 40K. Distances are in units of mounting height (25’). Distribution overlay comparison to 400W metal halide.
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MR2 LED
LED Area Luminaire

Specifications

Ordering Information EXAMPLE: MR2 LED 60C 1000 40K T5M MVOLT SPA DDBXD

NOTES

1	 MVOLT driver operates on any line voltage from 120-277V (50/60 
Hz). Specify 120, 208, 240 or 277 options only when ordering with 
fusing (SF, DF options).

2	 Also available as a separate accessory; see Accessories information 
at left.

3	 1.5 G vibration load rating per ANCI C136.31.
4	 Requires “SPA” mounting option.  Must be ordered as a separate 

accessory; see Accessories information. For use with 2-3/8” mast 
arm (not included). 

5	 Specifies a ROAM® enabled luminaire with 0-10V dimming 
capability; PER option required. Not available with 347 or 480V. 
Add’l hardware and services required for ROAM® deployment; call 
1-800-442-6745 or email: sales@roamservices.net. N/A with BL30, 
BL50, or DS.

6	 Single fuse (SF) requires 120, 277 or 347 voltage option. Double 
fuse (DF) requires 208, 240 or 480 voltage option.

7	 Provides 50/50 luminaire operation via two independent drivers on 
two separate circuits. N/A with PER or DCR.

8	 Requires an additional switched line.
9	 Dimming driver standard. MVOLT only. Not available with DCR.
10	 Requires luminaire to be specified with PER option. Ordered and 

shipped as a separate line item.
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Notes

Type

Introduction
The Omero™ family of luminaires blends a 
traditional round dayform with contemporary, low-
profile styling to accent architectural elements in a 
variety of applications.

The MR2 LED combines the latest in LED 
technology with the designer aesthetic of the 
Omero™ family for stylish, high-performance 
illumination that lasts. The MR2 LED is ideal for 
replacing 250-400W metal halide in area lighting 
applications with typical energy savings of 65% and 
expected service life of over 100,000 hours.
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DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 10

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 10

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 10

SC U Shorting cap 10

MR2LEDHS  U House-side shield (includes 2 shields)

MR2VG  U Vandal guard accessory

KMA8 DDBXD U Mast arm mounting bracket adaptor
(specify finish) 4

RPUMBA DDBXD U* Round  and square pole universal mount-
ing bracket adaptor (specify finish)

For more control options, visit DTL and ROAM online.

EPA: 0.9 ft2

(0.08 m2)

Length: 32-7/8”
(83.5 cm)

Width: 25”
(63.5 cm)

Height: 8-1/4”
(21.0 cm)

Weight 
(max):

42 lbs
(19.1 kg)

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2011-2015 Acuity Brands Lighting, Inc.  All rights reserved.	

Top of Pole

0.563”

2.650”

1.325”
0.400”
(2 PLCS)

Template #8

Hit the Tab key or mouse over the page to see all interactive elements.
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MR2 LED 60C

  Series LEDs Drive current Color 
temperature Distribution Voltage Mounting Options Finish (required)

MR2 LED 60C 60 
LEDs

700 700 mA

1000 1000 mA

40K 4000 K

50K 5000 K

T2M Type II

T3M Type III

T4M Type IV
T5M Type V
TFTM Forward 

throw

MVOLT 1

120 1

208 1

240 1

277 1

347 

480 

Shipped included
SPA Square pole 

mounting
RPA Round pole 

mounting
WBA Wall bracket 

Shipped Separately 2

SPUMBA Square pole 
universal 
mounting 
adaptor 3

RPUMBA Round pole 
universal 
mounting 
adaptor 3

KMA8 
DDBXD U

Mast arm 
mounting 
bracket adaptor 
(specify finish) 4

Shipped installed
PER NEMA twist-lock receptacle only (no 

controls) 

DCR Dimmable and controllable via ROAM® 

(no controls) 5

DMG 0-10V dimming driver (no controls) 
HS House-side shield 2

SF Single fuse (120, 277, 347V) 6

DF Double fuse (208, 240, 480V) 6

DS Dual switching 7,8

BL30 Bi-level switched dimming, nominal 30% 8,9

BL50 Bi-level switched dimming, nominal 50%  8,9

Shipped separately 2

VG Vandal guard 

DDBXD Dark bronze
DBLXD Black
DNAXD Natural 

aluminum
DWHXD White
DDBTXD Textured dark 

bronze
DBLBXD Textured black
DNATXD Textured 

natural 
aluminum

DWHGXD Textured white

	 Tenon O.D. Single Unit 2 at 180° 2 at 90° 3 at 120° 3 at 90° 4 at 90°

2-3/8” AST20-190 AST20-280 N/A N/A N/A N/A

2-7/8” AST25-190 AST25-280 N/A AST25-320 N/A N/A

4” AST35-190 AST35-280 AST35-290 AST35-320 AST35-390 AST35-490

Tenon Mounting Slipfitter **

Visit Lithonia Lighting’s POLES CENTRAL to see our wide selection of 
poles, accessories and educational tools.

Omero™ shares a unique drilling pattern with the AERIS™ family. Specify 
this drilling pattern when specifying poles, per the table below.

	 DM19AS	 Single unit 	 DM29AS	 2 at 90° *	
	 DM28AS	 2 at 180° 	 DM39AS	 3 at 90° *
	 DM49AS	 4 at 90° *	 DM32AS	 3 at 120° **

Example: SSA 20 4C DM19AS DDBXD

*Round pole top must be 3.25” O.D. minimum.
**For round pole mounting (RPA) only.

http://www.lithonia.com/Micro_Webs/NightTimeFriendly/
http://www.lithonia.com/commercial/mr2-led.html
http://www.darktolight.com
http://www.roamservices.net
http://polescentral.acuitybrands.com/Homepage.aspx
http://www.lithonia.com
http://www.lithonia.com
http://www.acuitybrandslighting.com/library/LL/documents/SpecSheets/TD-drill-8.pdf
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
www.designlights.org
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. Contact factory for performance data on any 
configurations not shown here.

Performance Data

FEATURES & SPECIFICATIONS

	 INTENDED USE 
Highly efficient and long-lasting, the MR2 LED is ideal for parking areas, street lighting, walkways and 
car lots.

	 CONSTRUCTION 
Single-piece die cast housing has a unique flow-through design that allows for optimized thermal 
management through convective cooling. A perforated housing prevents debris build-up while 
allowing natural cleaning of the heat sinks. Modular design allows for ease of maintenance and 
future light engine upgrades. The LED driver and electronics are thermally isolated from the light 
engine(s), ensuring long life. Housing is completely sealed against moisture and environmental 
contaminants. Low EPA (0.9 ft2) for optimized pole wind loading.

	 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Standard Super Durable colors include dark bronze, black, 
natural aluminum and white. Available in textured and non-textured finishes.

	 OPTICS 
Precision-molded acrylic lenses provide optimal luminaire spacing and improved uniformity. 
Lenses are indexed to the circuit board to ensure consistent optical alignment and delivering 
repeatable photometric performance. Light engines are available in standard 4000 K (67 CRI) or 
optional 5000 K (67 CRI) configurations. The MR2 has zero uplight and qualifies as a Nighttime 
FriendlyTM product, meaning it is consistent with the LEED® and Green GlobesTM criteria for 
eliminating wasteful uplight. 

	 ELECTRICAL 
Light engine(s) consist of 60 high-efficacy LEDs mounted to metal-core circuit boards to maximize 
heat dissipation and promote long life (100,000 hrs at 40°C, L70). Class 1 electronic driver 

designed to provide a power factor >90%, THD <20%, with an expected life of 100,000 hours 
with <1% failure rate. Easily-serviceable surge protection device meets a minimum Category 
C Low operation (per ANSI/IEEE C62.41.2).

	 INSTALLATION 
Integral arm provides easy installation to a pole and assists in alignment and leveling. Secure 
connection withstands up to 2.0 G vibration load rating per ANSI C136.31. The MR2 utilizes 
the AERIS™ series pole drilling pattern for SPA and RPA options;  wall mounting bracket also 
available. 

	 LISTINGS 
CSA certified to U.S. and Canadian standards. Light engines are IP66 rated; luminaire is IP65 
rated. U.S. Patent No. D556,357.

	 DesignLights Consortium® (DLC) qualified product. Not all versions of this product may 
be DLC qualified. Please check the DLC Qualified Products List at www.designlights.org to 
confirm which versions are qualified.

	 WARRANTY 
Five year limited warranty. Full warranty terms located at www.acuitybrands.com/
CustomerResources/Terms_and_conditions.aspx.

	 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  Fax: 770.918.1209  •  www.lithonia.com
© 2011-2015 Acuity Brands Lighting, Inc.  All rights reserved.	 Rev. 03/03/15

Lumen Output
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the MR2 LED 60C platform 
in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and 
projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.94 0.90 0.82

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.99

Current (A)

Number 
of LEDs

Drive Current 
(mA)

System 
Watts 120V 208V 240V 277V 347V 480V

60C
700 132W 1.321 0.756 0.659 0.580 0.462 0.337

1000 206W 2.068 1.198 1.056 0.943 0.764 0.605

Electrical Load

Photometric Diagrams To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s MR2 LED homepage. 

LEGEND

0.25 fc

0.5 fc

1.0 fc

Isofootcandle plots for the MR2 LED 60C 1000 40K. Distances are in units of mounting height (20’).
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T3M T3M HS T4M T5M

MR2-LED

LEDs
Drive 

Current 
(mA)

Performance 
Package

System 
Watts

Dist. 
Type

40K (4000 K, 70 minimum CRI) 50K (5000 K, 67 CRI)

Lumens B U G LPW Lumens B U G LPW

60C

(60 LEDs)

700 mA 60C 700 --K 132W

T2M 12,870 2 0 2 98 13,946 3 0 3 106

T3M 13,630 2 0 3 103 14,770 3 0 3 112

T4M 13,543 2 0 3 103 14,675 2 0 3 111

T5M 13,690 4 0 2 104 14,834 4 0 2 112

TFTM 13,791 2 0 3 104 14,944 2 0 3 113

1000 mA 60C 1000 --K 206W

T2M 17,217 3 0 3 84 18,560 3 0 3 90

T3M 18,234 3 0 3 89 19,656 3 0 4 95

T4M 18,118 3 0 4 88 19,531 3 0 4 95

T5M 18,314 5 0 3 89 19,742 5 0 3 96

TFTM 18,450 3 0 3 90 19,889 3 0 4 97

http://www.lithonia.com
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
http://www.lithonia.com
http://www.lithonia.com/commercial/mr2-led.html
Ryan Hess
Text Box
SHEET 4
PRELIM LANDSCAPE
PRELIM SITE LIGHTING



1502

WWW.SPECLIGHT.COM  •  994 JEFFERSON STREET, FALL RIVER, MA 02721  •  508.678.2303 FAX 508.678.2260  

CAT. NO.:

PROJECT: TYPE:

recessed
fixtures

5
YEAR

WARRANTY

Dimensions and values shown are nominal. Spectrum 
Lighting continually works to improve products and 
reserves the right to make changes which may alter 
the performance or appearance of products.

6" ROUND LED DOWNLIGHT
OS SERIES / 3000 LUMENS MAX

S2
S1

C

D

B

A

EXAMPLE: SGE6LEDOS25W35KE1/AR6223OSSGSO

TRIM SPECIFICATION

 TRIM / FINISH7 TRIM OPTIONS
AR6223OS SG8

HZ
MW
MB
AC
AS
PT
OB
CH
AS
AM
SN
CO
GH
CC
PF9

Semi-Diffuse
Haze Full Diffuse
Matte White 
Matte Black
Anodic Champagne 
Anodic Sapphire
Platinum Silver
Oil Rubbed Bronze
Charcoal
Anodic Sapphire
Anodic Malachite
Sun Gold
Copper Metallic
Graphite
Custom Color
Polished Flange

SO10

GL
FG

BLU
GS
WL

Micro Prism 
Solite™ Lens 
Clear Glass Lens
Frosted Glass Lens
Blue Lens
Gasket
Wet Location

RECESSED HOUSING SPECIFICATION

SERIES  LED2 CCT DRIVER / VOLTAGE4 OPTIONS5

SGE6LEDOS 09W
14W
25W
35W

800 Lm
1100 Lm
2000 Lm
3000 Lm

27K
30K
35K
40K

2700º K
3000º K
3500º K
4000° K

E_
DE10_

DO10_
DS10_

DS2W1 

DLTE1

DL33_
DL3E_

LDE1_

LDE5_

DALI_
DMX_

Electronic Driver
.01% 0-10V Dimming
1% 0-10V Dimming
10% 0-10V Dimming
ELV MLV 1% Phase 
Dimming, 120v Only
Lutron ELV/MLV 1% Phase 
Dimming, 120v Only
Lutron Hi Lume 1% Dimming
Lutron ECO System  
1% Dimming
Lutron ECO System 1%  
Fade to Black Dimming
Lutron ECO System  
5% Dimming
DALI Control Dimming
DMX Control Dimming

1
2

120v
277v

BH276

H12

H06

CB24

EM
FS
EB
CR
PR
GR

27" Bar Hangers
Expandable Bar 
Hangers, 12" - 24"
Expandable Bar 
Hangers, 6" - 12"
C-Channel Bars for Grid 
Ceiling 
Emergency Battery Pack
Fusing
Black Housing
Corrosion Resistant
Deep Ceiling Extension
Goof Ring

QUICK SHIP

NOTES:
1 See Energy Star Website for Up To Date Product List    2 Nominal Source Lumens at 4000°K    3 Nominal Delivered Lumens at 4000°K with SG SO    
4 Contact Factory for Additional Options    5 See Product Options Page for Details    6 Standard Bar Hangers    7 Contact Factory for Special Colors     
8 Standard Finish    9 Flange and Reflector Same Finish    10 Standard Lens

PART NUMBER SOURCE 
 LUMENS2

DELIVERED 
LUMENS3

SYSTEM 
WATTS LPW

SGE6LEDOS 9W 800 575 8.8 65

SGE6LEDOS 14W 1100 1027 16.0 64

SGE6LEDOS 25W 2000 1676 25.1 67

SGE6LEDOS 35W 3000 2513 35.9 70

SGE6LEDOS
APPLICATION 

6" LED recessed open aperture downlight for general downlighting.

FEATURES 

Two-stage optical system for smooth light distribution. Zhaga LED module for ease 

of maintenance and replacement. Shallow plenum design. Tool-less LED module, 

driver, and J-Box access. Multi-Bar mounting brackets. BH27 Standard mounting bars 

included. Posi-lock trim retention torsion springs. Integral 0.625" collar, with Deep 

Ceiling Extension (PR).

TRIM FINISH

A variety of architectural powdercoat and anodized finishes are available. Matte 

white self-flange is standard.

ELECTRONICS 

LED module features high brightness white Osram LEDs. 3-step MacAdam Ellipses 

binning and CRI 84 minimum. Variety of electronic 120v/277v and dimming drivers.

CONSTRUCTION

Housing/frame constructed of #20 ga. galvanized steel to resist corrosion. Self-flanged 

one piece trim spun from 0.063" thick high purity aluminum and finished to specification.

Passive machined aluminum heatsink. 

CODE COMPLIANCE

Energy Star certified1. ARRA Compliant. Non-IC rated. ETL listed for damp locations. 

LM79/LM80/TM21 data available. Optional Wet location. Manufactured and tested 

to UL standards No. 1598/8750.

ZHAGA COMPLIANT 
LED MODULE

#20 GA. GALVANIZED 
STEEL HOUSING

.063 ALUMINUM
SELF-FLANGE TRIM

PASSIVE ALUMINUM 
HEAT SINK

MULTI-BAR  
MOUNTING BRACKET

OPTICAL SYSTEM  
WITH LENS

A B C D

4.97
126.2 mm

0.625
15.87 mm

13.3
337.8 mm

7.9
200.7 mm

TRIM S1 S2

AR6223 5.8
147.3 mm

7.5
190.5 mm

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight

zleeper
Highlight
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CAT. NO.:

PROJECT: TYPE:Dimensions and values shown are nominal. Spectrum 
Lighting is continually improving products and reserves  
the right to make changes that will not alter performance  
or appearance with or without written notice.

recessed
fixtures6" ROUND LED DOWNLIGHT

PHOTOMETRY

TEST:  20141008-M-14W

Angle CP at 0° Lumens/Zone

0 834

5 829

10 806 8%

15 762

20 708 28%

25 637

30 538 56%

40 213 79%

50 85

60 46 94%

70 27

80 12 99%

90 0 100%

TEST:  20141008-M-25W

Angle CP at 0° Lumens/Zone

0 1361

5 1352

10 1315 8%

15 1243

20 1155 28%

25 1039

30 878 56%

40 347 79%

50 139

60 75 94%

70 43

80 19 99%

90 0 100%

TEST:  20141008

Angle CP at 0° Lumens/Zone

0 2038

5 2025

10 1969 8%

15 1862

20 1730 28%

25 1557

30 1315 56%

40 520 79%

50 208

60 113 94%

70 65

80 28 99%

90 0 100%

SINGLE UNIT: PERFORMANCE 
INITIAL FOOTCANDLES AND BEAM ANGLE DIAMETERS

Mounting  
  Height*

FC at  
Center

Diameter 
  of Beam**

FC at  
   Beam**

5.5’ 28 7.3’ 10

6.5’ 20 8.6’ 7

7.5’ 15 9.9’ 5

8.0’ 13 10.6’ 5

8.5’ 12 11.3’ 4

9.0’ 10 11.9’ 4

10.0’ 8 13.2’ 3

11.0’ 7 14.6’ 2

* From aperture to horizontal surface below.
** At IESNA defined Beam Angle, to 50% Max. CP.

SINGLE UNIT: PERFORMANCE 
INITIAL FOOTCANDLES AND BEAM ANGLE DIAMETERS

Mounting  
  Height*

FC at  
Center

Diameter 
  of Beam**

FC at  
   Beam**

6.5’ 32 8.6’ 11

7.5’ 24 9.9’ 8

8.5’ 21 10.6’ 7

9.0’ 19 11.3’ 7

9.5’ 17 11.9’ 6

10.0’ 14 13.2’ 5

11.0’ 11 14.6’ 4

12.0’ 9 15.9’ 3

* From aperture to horizontal surface below.
** At IESNA defined Beam Angle, to 50% Max. CP.

SINGLE UNIT: PERFORMANCE 
INITIAL FOOTCANDLES AND BEAM ANGLE DIAMETERS

Mounting  
  Height*

FC at  
Center

Diameter 
  of Beam**

FC at  
   Beam**

7.5’ 36 9.9’ 13

8.5’ 32 10.6‘ 11

9.5’ 28 11.3’ 10

10.0’ 25 11.9’ 9

11.0’ 20 13.2’ 7

11.5’ 17 14.6’ 6

12.0’ 14 15.9‘ 5

14.0’ 10 18.5‘ 4

* From aperture to horizontal surface below.
** At IESNA defined Beam Angle, to 50% Max. CP.

CANDLEPOWER CURVE

CANDLEPOWER CURVE

CANDLEPOWER CURVE

MULTIPLE UNITS: PERFORMANCE 80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

Ceiling
Height

Fixture
Spacing

RCR 2: Large Room RCR 4: Medium Room

FC* W/Sq. Ft. FC* W/Sq. Ft.

8’
4’ 56 0.79 54 0.90

5’ 40 0.56 40 0.68

9’
5’ 36 0.51 38 0.64

6’ 25 0.35 30 0.51

10’
5’ 32 0.46 29 0.48

6’ 28 0.40 24 0.40

11’
6’ 26 0.36 23 0.38

7’ 19 0.27 18 0.29

Delivered Illuminance 
Rating: (DIR)

71 FC per W/Sq. Ft. 60 FC per W/Sq. Ft.

*Average Footcandles at 2.5’ above floor.

MULTIPLE UNITS: PERFORMANCE 80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

Ceiling
Height

Fixture
Spacing

RCR 2: Large Room RCR 4: Medium Room

FC* W/Sq. Ft. FC* W/Sq. Ft.

9’
5’ 58 0.90 63 1.14

6’ 41 0.63 49 0.90

10’
5’ 53 0.81 47 0.85

6’ 46 0.71 39 0.71

11’
6’ 42 0.65 37 0.67

7’ 31 0.48 29 0.52

12’
7’ 29 0.45 30 0.54

8’ 25 0.39 22 0.40

Delivered Illuminance 
Rating: (DIR)

64 FC per W/Sq. Ft. 55 FC per W/Sq. Ft.

*Average Footcandles at 2.5’ above floor.

MULTIPLE UNITS: PERFORMANCE 80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

Ceiling
Height

Fixture
Spacing

RCR 2: Large Room RCR 4: Medium Room

FC* W/Sq. Ft. FC* W/Sq. Ft.

10’
5’ 79 1.12 70 1.17

6’ 69 0.98 58 0.98

11’
6’ 64 0.89 55 0.92

7’ 47 0.66 43 0.72

12’
7’ 44 0.62 44 0.74

8’ 38 0.53 33 0.55

14’
7’ 44 0.62 39 0.65

8’ 37 0.53 29 0.49

Delivered Illuminance 
Rating: (DIR)

70 FC per W/Sq. Ft. 59 FC per W/Sq. Ft.

*Average Footcandles at 2.5’ above floor.

208

340

509

0°

0°

0°

10°

10°

10°

20°

20°

20°

30°

30°

30°

40°

40°

40°

50°

50°

50°

70°

70°

70°

60°

60°

60°

80°

80°

80°

90°

90°

90°

410

680

1019

625

1021

1528

834

1361

2038

SGE6LEDOS14W35KE1-AR6223OSMWSO

SGE6LEDOS25W35KE1-AR6223OSMWSO

SGE6LEDOS35W35KE1-AR6223OSMWSO

Delivered Lumens:
Luminaire Watts:

LER:

Delivered Lumens:
Luminaire Watts:

LER:

Delivered Lumens:
Luminaire Watts:

LER:

CP @ 0° (Nadir):
Beam Angle:

Spacing Ratio:

CP @ 0° (Nadir):
Beam Angle:

Spacing Ratio:

CP @ 0° (Nadir):
Beam Angle:

Spacing Ratio:

1033
14.4
72

1685
25.6
66

2523
35.2
72

834
67°
1.04

1361
67°
1.04

2038
67°
1.04

CCT: 3500° K      CRI: 84      CCT Output Factors: 40K 103%, 30K 95%, 27K 89%      Multiplier for FC Values at 9W: 0.56

CCT: 3500° K      CRI: 84      CCT Output Factors: 40K 103%, 30K 95%, 27K 89%      

CCT: 3500° K      CRI: 84      CCT Output Factors: 40K 103%, 30K 95%, 27K 89%  
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Catalog  
Number

Notes

Type

OUTDOOR	 POLE-RTA-FLA

Anchor Base Poles

RTA
ROUND TAPERED ALUMINUM

FLORIDA RATINGS

IMPORTANT INSTALLATION NOTES:  
•	 Do not erect poles without having fixtures installed.
•	 Factory-supplied templates must be used when setting 

anchor bolts. Lithonia Lighting will not accept claim 
for incorrect anchorage placement due to failure to use 
factory template.

•	 If poles are stored outside, all protective wrapping must 
be removed immediately upon delivery to prevent 
finish damage.

•	 Lithonia Lighting is not responsible for the foundation 
design.

A
Handhole

B

C

D

FEATURES & SPECIFICATIONS
INTENDED USE — Round tapered aluminum general purpose pole for up to 30 foot mounting heights.

CONSTRUCTION — Spun-tapered seamless 6063 alloy aluminum tubing, heat-treated to produce a T6 
temper. Circumferential satin-brushed finish. The shaft is cone-tapered to the butt diameter.

Anchor base: Cast from A356 alloy aluminum, the anchor base is heat-treated to a T6 condition. The anchor 
base telescopes the pole shaft and is circumferentially welded at both the top and the bottom. 

Hand hole: A nominal 3" x 5" or 4" x 6" reinforced flush-covered handhole is centered 18" above the base.

Hardware: Stainless steel.

Top cap: Removable top cap provided with all drill-mount poles.

Bolt covers: A356 nut covers are included with anchor base unless otherwise specified. 3RTA poles 
include spun aluminum base cover.

Finish: Must specify finish.

Grounding: Provision located inside hand hole rim. Grounding hardware is not included (provided by others).

Anchor bolts: Top portion of anchor blot is galvanized per ASTM A-153. Made of steel rod having a minimum 
yield strength of 55,000 psi.

Note: Specifications subject to change without notice.

NOTES:
1.	 When ordering tenon mounting and drill mounting for the 

same pole, follow this example: DM28/T20. The combination 
includes a required extra handhole.

2.	 N/A with 4C, 5C, 5E and 5G because pole top is too small.
3.	 N/A with 6E, 6G and 7E because pole top is too small.
4.	 The drilling template to be used for a particular luminaire 

depends on the luminaire that is used. Refer to the Technical 
Data Section on www.lithonia.com for Drilling Templates.

5.	 Specify location and orientation when ordering option. 
For 1st x specify the height in feet above base of pole. 
Example: 5ft = 5 and 20ft = 20 
For 2nd x, specify orientation from handhole (A,B,C,D) 
Refer to the Handhole Orientation diagram on page 577 in PSG9.

RTA

Series Nominal fixture  
mounting height 

Nominal shaft base 
size/wall thickness Mounting1 Options Finish11

RTA

   
20 – 50 feet
(See back page.)

 

(See back page.) Tenon mounting
PT Open top
T20 2-3/8" O.D. (2" NPS)
T25 2-7/8" O.D. (2-1/2" NPS)
T30 3-1/2" O.D. (3" NPS)2

T35 4" O.D. (3-1/2" NPS)2, 3

Drill mounting4

DM19 1 at 90°
DM28 2 at 180°
DM28PL 2 at 180° with one side plugged
DM29 2 at 90°
DM32 2 at 120°
DM39 3 at 90°
DM49 4 at 90°
CSX/DSX/AERIS™/OMERO™ Drill mounting4

DM19AS 1 at 90°
DM28AS 2 at 180°
DM29AS 2 at 90°
DM32AS 3 at 120°
DM39AS 3 at 90°
DM49AS 4 at 90°
AERIS™ Suspend drill mounting4, 8

DMxxAST_ 1 at 90°
OMERO™ Suspend drill mounting4, 8

DMxxMRT_ 1 at 90°

Shipped installed
L/AB Less anchor bolts
FBC Full base cover
VD Vibration damper
TP Tamper proof
H1-18Axx Horizontal arm bracket  (1 

fixture)5,6

FDLxx Festoon outlet less electrical5

CPL12xx 1/2" coupling5

CPL34xx 3/4" coupling5

CPL1xx 1" coupling5

NPL12xx 1/2" threaded nipple5

NPL34xx 3/4" threaded nipple5

NPL1xx 1" threaded nipple5

EHHxx Extra handhole5,7

MAEX Match existiing 9

USPOM United States point of 
manufacture10

Standard colors
DDB Dark bronze
DWH White
DBL Black
DMB Medium bronze
DNA Natural aluminum
BA Brushed aluminum
Classic colors
DSS Sandstone
DGC Charcoal gray
DTG Tennis green
DBR Bright red
DSB Steel blue
Class 1 architectural anodized
ABL Black
ADB Dark bronze
ANA Natural
Architectural colors (powder finish)11

ORDERING INFORMATION Lead times will vary depending on options selected. Consult with your sales representative. Example: RTA 25 6E DM19 BA

6.	 Horizontal arm is 18" x 2-3/8" O.D. standard.
7.	 Combination of tenon-top and drill mount includes 

extra handhole.
8.	 Insert "1" or "2" to designate fixture size; e.g. 

DM19AST2.
9.	 Must add original order number.
10.	 Use when mill certifications are required.
11.	 Finish must be specified. Additional colors available; 

see www.lithonia.com/archcolors or Architectural 
Colors brochure (Form No. 794.3).

HANDHOLE ORIENTATION

  RTA
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